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instruction manual ceiling and wall luminaire

installationsanleitung decken- und wandleuchte

caution:

1. The power must be turned off before installation.
2. The installation requires expert knowledge and must be performed by an electrician or a similar qualified 

person.
3. Only install the luminaire with appropriate fixing materials.
4. Do not install the luminaire if it is under mechanical force of any kind.
5. Before installing the product, please check if the local voltage frequency corresponds with the product 

requirements.
6. When cleaning the fixture, turn power off and let it cool down completely. Clean the fixture with a soft cloth 

and water.
7. The light source contained in this luminaire shall only be replaced by the manufacturer.
8. The luminaire is intended for indoor use or roofed outdoor areas only.
9. Version with sensor: Motion detection through doors, glass panes and thin walls is possible. 

sicherheitshinweise:

1. Schalten Sie die Spannungsversorgung vor der Installation aus.
2. Die Installation setzt Fachkenntnisse voraus und muss von einer qualifizierten Fachkraft, wie einem  

Elektriker oder einer ähnlich qualifizierten Person, durchgeführt werden.
3. Installieren Sie die Leuchte nur mit passendem Befestigungsmaterial.
4. Installieren Sie die Leuchte nicht, wenn auf diese mechanische Kraft jeglicher Art wirkt.
5. Prüfen Sie vor der Installation, ob die lokale Spannungsversorgung mit den Produktanforderungen  

übereinstimmt.
6. Installieren Sie die Leuchte nicht, wenn auf diese mechanische Kraft jeglicher Art wirkt.
7. Prüfen Sie vor der Installation, ob die lokale Spannungsversorgung mit den Produktanforderungen  

übereinstimmt. 
8. Wenn Sie die Leuchte reinigen, schalten Sie die Spannungsversorgung aus und warten Sie bis die  

Leuchte komplett abgekühlt ist. Reinigen Sie die Leuchte mit einem weichen Tuch und Wasser.
9. Die in dieser Leuchte enthaltene Lichtquelle darf nur durch den Hersteller ersetzt werden.
10. Die Leuchte ist nur für den Einsatz in Innenbereichen oder überdachten Außenbereichen bestimmt.
11. Version mit Bewegungsmelder: Eine Erfassung durch Türen, Glasscheiben sowie dünne Wände ist möglich.

RoHS IP54
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Working Pattern (2 different patterns)

● In any given lighting condition, the light switches on automatically when presence detected.
● After presence left, light will continuously work within HOLE TIME, then switch off automatically.
● After presence left, any movement detected within HOLD TIME, the light will continuously work for another hold
   time, then switch off until next movement detected.
● Hold time: Please refer to "HOLD TIME" on product label.

Microwave sensor

● With sufficient natural light, when illuminance is more than 10lux, the light does not switch on when presence
   detected.
● With insufficient natural light:
   > When illuminance is less than 10lux, the light switches on automatically when presence detected.
   > With presence detected, light will never switch off, even the nature light is sufficient.
   > After presence left, any movement detected within HOLD TIME, the light will continuously work for another
      HOLD TIME, then switch off automatically until next movement detected.
● Hold time: Please refer to "HOLD TIME" on product label.

※Optimum installation height：3M

Daylight & Microwave sensor

Functions Instruction (For specific function, please refer to actual model)

Detection area: 140 degree
wide detective beam angle 
with 5-7 meters distance.
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